
Low Lead Basin Mixer

Technology

Aid Functionality for Users with Limited Dexterity

During Operation

 The Intatherm safe touch thermostatic basin mixer tap, designed for both
domestic and commercial applications. A new stylish design featuring
Inta’s proven anti scald technology, a safe touch body and a self draining
spout.
With two lever options available and a smooth function cartridge, the
tap can be operated easily by either hand or elbow with proven
thermostatic protection the tap is the ideal solution for less able facilities,
sheltered accommodation and also domestic bathrooms.

Smooth Sequential Lever Operated Control to

Safe Touch Body, Surface Remains Cool to Touch

Smooth Internal water Ways

Self Draining Spout

DDA Compliant

Lead Content Less Than 0.2%
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Introduction

 
protection

and peace of mind,
performance

 

Description Code

Intatherm Safe Touch Low Lead Basin Mixer IT1005LF

Product Range

Bringing inspiration,

 

Thermostatic Control with Anti-Scald Fail-Safe

IT1005LF & IT1006LF

IT1006LFIntatherm Safe Touch Low Lead Basin Mixer with
Extended Lever
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Technical Specification
Max Inlet Pressure static 10 Bar

Min Inlet Pressure dynamic 0.2 Bar

Max Inlet Temperature  85°C

Factory Pre-set Temperature 41 °C

Temperature Stability

Max Pressure Differential  

Min Temperature to achieve hot or cold failsafe 15°C

+/- 2 °C
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